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Cedarville Aquifer Extraction
Well (Sampled Monthly)

CWO01-01 average pumping rate = 8.8 gpm
CWO01-02 average pumping rate = 5.0 gpm
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Constituents of Concern (COCs) include:
Tetrachloroethene, Trichloroethene,
cis-1,2-dichloroethene, vinyl chloride,
and 1,2-Dichloropropane
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A <, Cedarville Aquifer Extraction
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SUNCREST
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CWO01-01 average pumping rate = 8.5 gpm
CWO01-02 average pumping rate = 4.0 gpm

Middle Cedarville Aquifer
Monitoring Well
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Constituents of Concern (COCs) include:
Tetrachloroethene, Trichloroethene,
cis-1,2-dichloroethene, vinyl chloride,
and 1,2-Dichloropropane
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CEDARVILLE AQUIFER
POST-RFI MONITORING

LOCATIONS

LEGEND

Cedarville Aquifer Extraction
Well (Sampled Monthly)

CWO01-01 average pumping rate = 8.5 gpm
CWO01-02 average pumping rate = 4.0 gpm

A Lower Cedarville Aquifer
|1/, Monitoring Well
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*Note: Lower Cedarville Aquifer Monitoring
Wells Remain below Drinking Water Criteria
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Constituents of Concern (COCs) include:
Tetrachloroethene, Trichloroethene,
cis-1,2-dichloroethene, vinyl chloride,
and 1,2-Dichloropropane
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CUENT \VERNAY LABORATORIES, INC. [ 7% 1 PATE 7112107 |

TITLE MAY 2007 POST-RFI [PRAWNEY AL [PPPROVEPBY kDK -El-nl;]/:aroﬁn?%gleclzrl:url?e;ntlsnc.
MONITORING LOCATIONS IN —— Cincinnati/ Cleveland / Chicago
THE CEDARVILLE AQUIFER 0292.11.26

REFERENCE state Plane Coordinates from Woolpert Surveying, LLP, Dayton, Ohio (NAD83/NAVDS88); Ground Water Modeling Completed by David Back, P.G., Hydrogeologist, Falls Church, VA
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